SUBSEA FLUIDS PTE LTD

BOP CONTROL SYSTEM FOR SALE UNUSED

SHAFFER : DIVERTER CONTROL UNIT

Diverter Control System suitable for mounting in Class 1 Div 2 area, Fitted with an Air Purged
Electric Control Panel
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Shaffer : Hydraulic Control Unit
Unit fitted with Bias Controls on following Functions :Upper Annular, Lower Annular, Shear Rams,
Upper Pipe Rams, Middle Pipe Rams and Lower Pipe Rams . Mounted with an Air Purged Electric
Panel suitable for mounting in Class 1 Div 2 Area.
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ELECTRIC TOOLPUSHERS CONTROL PANEL
Control Panel Electric Tool-Pushers , Housed in a stainless steel enclosure Nema 4x , suitable for
mounting in a safe area installation in Tool-Pushers Office

SHAFFER : ELECTRIC DRILLERS CONTROL PANEL
Control Panel Electric , Housed in a Stainless Steel Air Purged Enclosure Suitable for mounting in a
Class 1 Div 2, Zone 2 Hazardous Area
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HYDRAULIC PRESSURE UNIT

Cameron Manufactured Hydraulic Control Unit , featuring 2 x Triplex Pumps , Electric Mixing System , Full System Alarm
Package , Stainless Steel Reservoirs , Mounted on Qilfield Skid .
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